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Method and apparatus for gathering vehicle information 



(57) A central vehicle-information management 
center gathers individual pieces of information on the 
state of a vehicle on a real-time manner by: acquiring 
and gathering pieces of information on the position of 
the vehicle from a reflection signal reflected by an arti- 
ficial satellite as a result of reflection of a position signal 
transmitted by an antenna provided on the vehicle to the 
artificial satellite; and acquiring and gathering a signal 
reflected by the artificial satellite as a result of reflection 
of a signal used for representing information on control 
of the vehicle or information on conditions of vehicle 



parts and transmitted from the antenna to the artificial 
satellite or transmitted by the vehicle through a wireless- 
communication apparatus such as a DSRC (Dedicated 
Short Range Communication) device or a cellular 
phone. As a result, with such a central vehicle-informa- 
tion management center, it is possible to provide a meth- 
od and an apparatus, which can be used for gathering 
information on a vehicle and capable of continuously 
collecting detailed information on the present state of a 
vehicle with a high degree of reliability and in a real-time 
manner. 
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Description 

[0001] The present invention relates to a method and 
an apparatus for gathering information on a movable 
body by using a satellite communication system or an- 
other movable-body communication system such as a 
ground-wave digital communication system, a cellular 
phone and a DSRC (Dedicated Short Range Commu- 
nication) system. 

Description of the Prior Art 

[0002] A car navigation system for displaying the 
present position of a vehicle on a screen has been im- 
plemented and becoming popular. In recent years, a 
communication navigation system connecting a cellular 
phone to a car navigation system has also been imple- 
mented. 

[0003] As a means for acquiring information on the 
state of a vehicle, partial history data is created at in- 
spection of the vehicle at a car dealer and delivered to 
a complete-car manufacturer or a car-part manufacturer 
through typically wire communication instead of being 
created in a real-time manner. 
[0004] As a means for acquiring information on the 
condition of a vehicle, in a dealer, there is provided a 
system for reporting partial history data at inspection of 
the vehicle. Since the frequency of the gathering of in- 
formation is low and requests for vehicle inspection to 
be conducted at a dealer appointed by a complete-car 
manufacturer are uncertain, however, it is difficult for the 
complete-car manufacturer and a car-part manufacturer 
to create information useful for marketing of each car 
type and useful for statistical analyses and to feed back 
the information to a design team. In addition, as a mov- 
able-body communication technology, in order to gather 
and manage data of each car type produced by the com- 
plete-car manufacturer by using cellular phones, which 
become popular at a fast pace, it is necessary to obtain 
the phone number of each user. It is thus difficult to gath- 
er information on a plurality of specific cars and to dis- 
tribute information in a collective manner. 
[0005] Thus, information on the present conditbn of 
a vehicle is not collected continuously in a real-time 
manner. Even if the information is collected continuously 
in a real-time manner, the collected information is very 
limited so that the utilization of the information cannot 
help being said to be little. Continuous gathering of in- 
formation on the state of a vehicle is indispensable to 
statistical analyses of the vehicle and the type of the ve- 
hicle. If there are no statistics, subsequent diagnostic 
analyses cannot be conducted as well. 
[0006] It is thus an object of the present invention ad- 
dressing the problems described above to provide a ve- 
hicle-information gathering method and a vehicle-infor- 
mation gathering apparatus, which are capable of con- 
tinuously gathering information on the present condition 
of a vehicle in detail with a high degree of reliability in a 



real-time manner and capable of analyzing the informa- 
tion. 

[0007] The present invention is characterized in that: 

5 information on the state of a vehicle is divided into 
information on the position of the vehicle and other 
information such as information for controlling the 
vehicle, information on the states of car parts, infor- 
mation on the body of the vehicle and information 

10 on a part-replacement history of the vehicle; and 
the information on the position of the vehicle can be 
acquired and gathered from a reflection signal ob- 
tained as a result of an artificial satellite's reflection 
of a signal transmitted by an antenna provided on 

75 the vehicle to the artificial satellite. 

[0008] The conventional vehicle-information gather- 
ing apparatus acquires information on the position of a 
vehicle from a reflection signal reflected by an artificial 

20 satellite as a result of reflection of a signal transmitted 
by an antenna provided on the vehicle to the artificial 
satellite and uses the information in car navigation. 
However, the conventional vehicle-information gather- 
ing apparatus does not collect and analyze the acquired 

25 information on the position of the vehicle. 

[0009] Another characteristic of the present invention 
is a capability of analyzing a combination of the infor- 
mation on the position of the vehicle acquired in the way 
described above and other information. By utilizing the 

30 two characteristics described above, it is possible to ac- 
cumulate detailed and reliable vehicle information in a 
real-time manner for each individual vehicle and to ex- 
pect applications of the present invention. 
[0010] To put it concretely, the present invention pro- 

35 vides the following methods and apparatuses. 

[0011] According to one aspect of the present inven- 
tion, there is provided a vehicle-information gathering 
method for gathering information on a state of a vehicle, 
comprising: acquiring and collecting pieces of informa- 

40 tion on a position of said vehicle from a reflection signal 
reflected by an artificial satellite as a result of reflection 
of a position signal transmitted by an antenna provided 
on said vehicle to said artificial satellite. 
[001 2] According to another aspect of the present in- 

45 vention, there is provided a vehicle-information gather- 
ing method for gathering information on a state of a ve- 
hicle, said method comprising the steps of: 

acquiring and gathering pieces of information on a 
50 position of said vehicle from a reflection signal re- 
flected by an artificial satellite as a result of reflec- 
tion of a position signal transmitted by an antenna 
provided on said vehicle to said artificial satellite; 
and 

55 acquiring and gathering signals reflected by said ar- 
tificial satellite as a result of reflection of information 
signals used for representing information on control 
of said vehicle or information on conditions of vehi- 
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cle parts and transmitted from said antenna to said 
artificial satellite or transmitted by said vehicle 
through a wireless-communication apparatus such 
as a DSRC (Dedicated Short Range Communica- 
tion) device or a cellular phone, whereby individual 
pieces of information on a state of a vehicle are 
gathered in a real-time manner. 

[0013] In an embodiment, there is provided a vehicle- 
information gathering method wherein said information 
on control of said vehicle or the information on condi- 
tions of vehicle parts are transmitted after said informa- 
tion on a position of said vehicle has entered a reception 
mode. 

[0014] In an embodiment, there is provided a vehicle- 
information gathering method wherein said information 
on a position of said vehicle is a latitude and a longitude 
obtained from a navigation terminal. 
[0015] In an embodiment, there is provided a vehicle- 
information gathering method wherein said information 
on control of said vehicle includes a braking amount, a 
steering angle, an accelerator-pedal angle, a gear 
count, an ABS (anti-skid braking system) operating time 
and a VSC (Velocity Suppression Control) operating 
time. 

[0016] In an embodiment, there is provided a vehicle- 
information gathering method wherein said information 
on conditions of vehicle parts includes a lubricant tem- 
perature, a lubricant pressure, a battery voltage, a fuel- 
residue quantity, a CPU state and a muffler temperature. 
[001 7] According to still another aspect of the present 
invention, there is provided a vehicle-information gath- 
ering method for gathering information on a state of a 
vehicle, said method comprising the steps of: 

acquiring and gathering pieces of information on a 
position of said vehicle from a reflection signal re- 
flected by an artificial satellite as a result of reflec- 
tion of a position signal transmitted by an antenna 
provided on said vehicle to said artificial satellite; 
acquiring and gathering signals reflected by said ar- 
tificial satellite as a result of reflection of information 
signals generated by a sensor provided on said ve- 
hicle and transmitted from said antenna to said ar- 
tificial satellite or acquiring and gathering said infor- 
mation signals generated by said sensor and trans- 
mitted by said vehicle through a wireless-commu- 
nication apparatus such as a DSRC (Dedicated 
Short Range Communication) device or a cellular 
phone, whereby individual pieces of information on 
a state of a vehicle are gathered in a real-time man- 
ner; and 

acquiring and gathering information on said vehicle 
such as a car type and a vehicle number input sep- 
arately for said vehicle and information on a user of 
said vehicle. 

[0018] According to further aspect of the present in- 



vention there is provided a vehicle-information gather- 
ing method for gathering information on a state of a ve- 
hicle, said method comprising the steps of: 

s acquiring and gathering pieces of information on a 
position of said vehicle from a reflection signal re- 
flected by an artificial satellite as a result of reflec- 
tion of a position signal transmitted by an antenna 
provided on said vehicle to said artificial satellite; 

10 acquiring and gathering signals reflected by said ar- 
tificial satellite as a result of reflection of information 
signals used for representing information on control 
of said vehicle or information on conditions of vehi- 
cle parts and transmitted from said antenna to said 

is artificial satellite or transmitted by said vehicle 
through a wireless-communication apparatus such 
as a DSRC (Dedicated Short Range Communica- 
tion) device or a cellular phone, whereby individual 
pieces of information on a state of a vehicle are 

20 gathered in a real-time manner, 

acquiring and gathering pieces of information on a 
state of said vehicle from a reflection signal reflect- 
ed by said artificial satellite as a result of reflection 
of an information signal of said information on a 

25 state of said vehicle transmitted by a diagnosing 
system provided on said vehicle to said artificial sat- 
ellite; and 

acquiring and gathering signals reflected by said ar- 
tificial satellite as a result of reflection of information 
30 signals used for representing information on said 
vehicle such as a car type and a vehicle number 
input separately for said vehicle and information on 
a user of said vehicle. 

35 [001 9] In an embodiment, there is provided a vehicle- 
information gathering method wherein said individual 
pieces of information on said vehicle are input from an 
IC card having said information recorded. 
[0020] In an embodiment, there is provided a vehicle- 

40 information gathering method wherein said individual 
pieces of information on said vehicle are also input from 
an artificial satellite. 

[0021] In an embodiment, there is provided a vehicle- 
information gathering method wherein said collected in- 
<5 dividual pieces of information on said vehicle are en- 
crypted and stored in a memory. 
[0022] According to still further aspect of the present 
invention, there is provided a vehicle-information gath- 
ering method, said method further including the steps of: 

so 

based on the information collected in any one of 
claims 1 to 11, 

conducting for each car type a statistical analysis 
on: 

55 

information on how much an installed new func- 
tion has been used; and 
information on whether or not there is a vehicle- 
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utilization characteristic such as driving times 
on each day, driving days in each week and 
commercial use for each car type, and 

storing statistics in a data base. 

[0023] According to still another aspect of the present 
invention, there is provided a vehicle-information gath- 
ering method, said method further including the steps of: 

based on the information collected in any one of 
claims 1 to 11, 

conducting for each car type a statistical analysis 
on: 

information on whether a temperature is normal 
or abnormal; 

information on whether a pressure is normal or 
abnormal; and 

information on whether or not the number of 
years in which each vehicle part has been used 
so far is reasonable, and 

storing statistics in a data base. 

[0024] in an embodiment, there is provided a vehicle- 
information gathering method wherein said collected in- 
dividual pieces of information on said vehicle are used 
as a basis for collecting information on said vehicle as 
statistics for each car type and each vehicle part. 
[0025] According to further aspect of the present in- 
vention, there is provided a vehicle-information gather- 
ing apparatus for gathering information on a state of a 
vehicle, said apparatus comprising: 

a vehicle-position-information gathering means for 
acquiring and gathering pieces of information on a 
position of said vehicle from a reflection signal re- 
flected by an artificial satellite as a result of reflec- 
tion of a position signal transmitted by an antenna 
provided on said vehicle to said artificial satellite; 
a first vehicle-state-information gathering means for 
acquiring and gathering pieces of first information 
on a state of said vehicle reflected by said artificial 
satellite as a result of reflection of a signal used for 
representing information on control of said vehicle 
or information on conditions of vehicle parts and 
transmitted from said antenna to said artificial sat- 
ellite; and 

a second vehicle-state-information gathering 
means for acquiring and gathering pieces of second 
information on a state of said vehicle transmitted by 
said vehicle through a wireless-communication ap- 
paratus such as a DSRC (Dedicated Short Range 
Communication) device or a cellular phone. 

[0026] In an embodiment, there is provided a vehicle- 
information gathering apparatus further comprising an 



IC-card-information input means for gathering informa- 
tion on said vehicle such as a car type and a car number 
and information on a user of said vehicle, which are en- 
tered separately for said vehicle, from an IC card having 
s said vehicle information and said user information 
stored. 

[0027] According to still further aspect of the present 
invention, there is provided a vehicle-information gath- 
ering method for gathering information on a state of a 

10 vehicle, wherein said information on a state of a vehicle 
is collected by acquiring and gathering signals reflected 
by said artificial satellite as a result of reflection of infor- 
mation signals used for representing information on 
control of said vehicle or information on conditions of 

75 vehicle parts and transmitted from said antenna to said 
artificial satellite, whereby individual pieces of informa- 
tion on a state of a vehicle are gathered in a real-time 
manner. 

[0028] According to still another aspect of the present 
20 invention, there is provided a vehicle-information gath- 
ering method for gathering information on a state of a 
vehicle, said method comprising the steps of: 

acquiring and gathering information on said vehicle 
25 such as a car type and a vehicle number input sep- 
arately for said vehicle or information on a user of 
said vehicle first; and then 
acquiring and gathering signals reflected by an ar- 
tificial satellite as a result of reflection of information 
30 signals generated by a sensor provided on said ve- 
hicle and transmitted from an antenna provided on 
said vehicle to said artificial, whereby individual 
pieces of information on a state of a vehicle are 
gathered in a real-time manner. 

35 

[0029] According to still another aspect of the present 
invention, there is provided a vehicle-information gath- 
ering method for gathering information on a state of a 
vehicle, said method having the steps of: 

40 

acquiring and gathering signals reflected by an ar- 
tificial satellite as a result of reflection of information 
signals used for representing information on control 
of said vehicle or information on conditions of vehi- 

45 cle parts and transmitted from an antenna provided 
on said vehicle to said artificial satellite; and 
acquiring and gathering pieces of information on a 
state of said vehicle from a reflection signal reflect- 
ed by said artificial satellite as a result of reflection 

50 of an signal of said information a state of said vehi- 
cle transmitted by a diagnosing system provided on 
said vehicle to said artificial satellite in accordance 
with a command to transmit a result of a diagnosis 
generated by said diagnosing system. 

55 

[0030] According to still another aspect of the present 
invention, there is provided a vehicle-information gath- 
ering apparatus for gathering information on a state of 
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a vehicle, said apparatus comprising: 

a first vehicle-state-information gathering means for 
acquiring and gathering pieces of first information 
on a state of said vehicle reflected by an artificial 
satellite as a result of reflection of a signal used for 
representing information on control of said vehicle 
or information on conditions of vehicle parts and 
transmitted from an antenna provided on said vehi- 
cle to said artificial satellite; and 
a second vehicle-state-information gathering 
means for acquiring and gathering pieces of second 
information on a state of said vehicle transmitted by 
said vehicle through a wireless-communication ap- 
paratus such as a DSRC (Dedicated Short Range 
Communication) device or a cellular phone. 

[0031] In the drawings: 

Fig. 1 is a system conceptual diagram showing an 
embodiment of the present invention; 
Fig. 2 is a block diagram showing functions of car 
onboard equipment; 

Fig. 3 is a block diagram showing functions of a cen- 
tra! vehicle-information management center; 
Fig. 4 is a conceptual diagram showing functions of 
a broadcasting system; 

Fig. 5 shows a flowchart representing a vehicle- 
state online management method; and 
Fig. 6 shows a flowchart representing a method of 
rendering a service to present information on a ve- 
hicle. 

[O032] A preferred embodiment of the present inven- 
tion is explained by referring to diagrams. 
[0033] Fig. 1 is a system conceptual diagram. In the 
system shown in Fig. 1, information on the state of a 
vehicle 1 generated by the vehicle 1 is split into two piec- 
es of information. One of the two pieces of information, 
mainly, information on the position of the vehicle, is 
transmitted to a central information management center 
6 from car onboard equipment 2 by way of an antenna 
3 and an artificial satellite 4 on a real-time manner from 
time to time. The car onboard equipment 2 accommo- 
dates a variety of control apparatuses provided on the 
vehicle 1 . The information on the position of the vehicle 
1 may include a latitude and a longitude received from 
a navigation terminal (also referred to as a car naviga- 
tion apparatus) employed in the car onboard equipment 
2. The other piece of information, mainly, information on 
the driver, is transmitted to the central information man- 
agement center 6 typically from the car onboard equip- 
ment 2 by way of a DSRC device or a cellular phone 1 2. 
[0034] A signal transmitted by the vehicle is reflected 
by the artificial satellite 4 to the central vehicle-informa- 
tion management center 6 as information on a vehicle 
by typically an S-band satellite communication and 
broadcasting system (HEO) 5. 



[0035] The vehicle 1 has a variety of sensors for de- 
tecting the operating state of the vehicle 1 to produce 
vehicle-sensor-generated information. Prior to trans- 
mission of various kinds of vehicle-sensor-generated in- 

5 formation, information on the vehicle 1 for identifying the 
type of the vehicle 1 or information on the user may be 
transmitted to the central vehicle-information manage- 
ment center 6 in advance to be cataloged therein. The 
information on the vehicle 1 includes the type of the car, 

10 the serial number of the car body, the manufacturing 
date and the name of an urban or rural prefecture in 
which the vehicle 1 is registered. The vehicle 1 also has 
a card reader and writer 7 for handling a user dedicated 
card 8 such as a credit card for paying a toll -road fee. 

is On the user dedicated card 8, information on the user 
is recorded. The information on the user includes the 
name of the user, the acquisition date of the driver's li- 
cense, a driving history and a bank account number. The 
user dedicated card 8 can also be used for paying a ve- 

20 hide insurance premium to be described later in case 
the user effects such insurance. 
[0036] Part of the vehicle-sensor-generated informa- 
tion and the information on the body of the vehicle are 
transmitted to the artificial satellite 4 from the car on- 

25 board equipment 2 by way of the antenna 3 as outline 
information. Much like the information on the position of 
the vehicle, the outline information reflected by the arti- 
ficial satellite 4 is transmitted to the central vehicle-in- 
formation management center 6 by typically the S-band 

30 satellite communication and broadcasting system 5 to 
be collected in the central vehicle-information manage- 
ment center 6. 

[0037] Typically, a general-purpose DSRC (Dedicat- 
ed Short Range Communication) system transmits the 

35 remaining information on the vehicle to the central ve- 
hicle-information management center 6 by way of a 
dealer 9 or directly. The remaining information on the 
vehicle includes the information on the user and the in- 
formation on the body of the vehicle as well as other part 

<o of the vehicle-sensor-generated information (detailed 
information). When gasoline is purchased at a gasoline 
station 10 by using the user dedicated card 8, informa- 
tion related to the payment may be transmitted to the 
central vehicle-information management center 6 to be 
collected therein through the gasoline station 10 in the 
same way. Thereby, fuel consumption and information 
on the engine can be obtained. This other information 
on the vehicle is supplied to the central vehicle-informa- 
tion management center 6 by using a backup circuit 11 

so serving as a wireless communication means. 

[0038] The information on the vehicle collected at the 
central vehicle-information management center 6 is 
treated as statistics and subjected to a statistical or di- 
agnostic analysis. The information on the vehicle com- 

55 pleting the statistical or diagnostic analysis is stored in 
a data base (DB) 1 9 of a computer and to be sold and 
supplied to a toss-insurance company 14, a complete- 
car and part manufacturer 15, a used-car assessment 
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company 16, a central-government/self-government of- 
fice 17 and a rent-car business company 18 by way of 
a communication means such as a network backbone 
1 3 or a public-telephone line, or the Internet. Of course, 
the information is supplied not without limitation. In- 
stead, the information is supplied in accordance with a 
contractor under some predetermined restrictions. Sim- 
ilarly, individual vehicles each supply information on the 
vehicle not without limitation, but supply the information 
in accordance with a contract or under some predeter- 
mined restrictions. Moreover, a user supplying such in- 
formation may be rewarded with something commensu- 
rate with the information. 

[0039] Fig. 2 is a diagram showing the car onboard 
equipment 2. As shown in the figure, the car onboard 
equipment 2 comprises a transmission and reception 
apparatus 21 , a car navigation apparatus 22, a vehicle- 
driving system 23 and a command and accessory sys- 
tem 24. 

[0040] A signal received by the antenna 3 is supplied 
to a modulation and demodulation circuit 32 by way of 
a transmission and reception circuit 31. In the modula- 
tion and demodulation circuit 32, the signal is demodu- 
lated before being subjected to necessary processing 
such as an encryption process in a transmission and re- 
ception control circuit 33. After completing the encryp- 
tion process, the signal is supplied to a CPU 35 by way 
of a bus 34. 

[0041] The CPU 35 produces information to be trans- 
mitted, outputting the information to the transmission 
and reception control circuit 33, which carries out nec- 
essary processing such as a decryption process on the 
information to be transmitted. The information to be 
transmitted is then modulated in the modulation and de- 
modulation circuit 32 before being supplied to the an- 
tenna 3 for transmission by way of the transmission and 
reception circuit 31 . 

[0042] The card reader and writer 7 reads out infor- 
mation from the user dedicated card 8, and supplies the 
information to the CPU 35 by way of a read and write 
control circuit 35. On the other hand, the CPU 35 outputs 
data to be written into the user dedicated card 8 to the 
read and write control circuit 36, which writes the data 
into the user dedicated card 8 by way of the card reader 
and writer 7. 

[0043] The user operates an input/output unit 38 to 
give a command to the CPU 35 to carry out processing. 
The CPU 35 displays necessary information on a dis- 
play screen 39 of the I/O unit 38. The CPU 35 also out- 
puts sound even though this operation is not explicitly 
shown in the figure. 

[0044] The car navigation apparatus 22 comprises a 
reception unit 41 , a display unit 42, an operation unit 43 
and an antenna 44. In the car navigation apparatus 22, 
the present position, a route traveled so far and a map 
or information on roads are stored. The car navigation 
apparatus 22 supplies necessary information to the 
CPU 35 at a request made by the CPU 35. 



[0045] Enclosed in a rectangular block, the transmis- 
sion and reception apparatus 21 includes the antenna 
3, the transmission and reception circuit 31, the modu- 
lation and demodulation circuit 32, the transmission and 

5 reception control circuit 33, the CPU 35, the I/O unit 38, 
the card reader and writer 7 and the read and write con- 
trol circuit 36. The transmission and reception apparatus 
21 is a system employed in the embodiment of the 
present invention. In order to obtain necessary informa- 

10 tion, the transmission and reception apparatus 21 is fur- 
ther connected to other apparatuses and systems. The 
other apparatuses and systems are explained as follow. 
[0046] The car driving system 23 comprises an en- 
gine control apparatus 45, an automatic transmission 

15 apparatus 46, a brake control apparatus 47 (an anti-skid 
control apparatus), a power steering apparatus 48 and 
a driving-system diagnosing system 49 for diagnosing 
the engine control apparatus 45, the automatic trans- 
mission apparatus 46, the brake control apparatus 47 

20 and the power steering apparatus 48 from time to time. 
The engine control apparatus 45, the automatic trans- 
mission apparatus 46, the brake control apparatus 47, 
the power steering apparatus 48 and the driving-system 
diagnosing system 49 are connected to each other by 

25 an interna! bus 50. To be more specific, the driving-sys- 
tem diagnosing system 49 diagnoses the engine control 
apparatus 45, the automatic transmission apparatus 46, 
the brake control apparatus 47 and the power steering 
apparatus 48 by forming judgments as to whether or not 

30 their internal sensors generate values such as currents 
and voltages beyond predetermined ranges. The driv- 
ing-system diagnosing system 49 records the sensor 
values such as currents and voltages at predetermined 
intervals or each time a problem arises. The recorded 

35 values are supplied to the CPU 35 by way of a driving- 
system interface 51. 

[0047] The command and accessory system 24 com- 
prises a light and indicator control apparatus 52 for con- 
trolling lights and indicators such as direction indicators 

40 and applied-brake indicators, a power- window control 
apparatus 53, a car-height control apparatus 54 for in- 
creasing and decreasing the height of the car and ad- 
justing a dumper and other equipment 55 including a 
power generator and an air conditioner. An internal bus 

45 56 connects the light-indicator control apparatus 52 , the 
power-window control apparatus 53, the car-height con- 
trol apparatus 54 and the other equipment 55 to each 
other. A command and accessory -system diagnosing 
system 57 diagnoses the light-indicator control appara- 

50 tus 52, the power-window control apparatus 53, the car- 
height control apparatus 54 and the other equipment 55 
to determine whether or not they are operating and, if 
they are operating, whether the operatbns are normal 
or abnormal. Thus, an abnormality can be detected and 

55 the operating status can be recorded. If necessary, the 
CPU 35 retrieves the stored data such as information 
on abnormalities and the operating status from the com- 
mand and accessory system 24 through a command 
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and accessory system interlace 58. 
[0048] When the CPU 35 receives a diagnosis result 
from the driving-system diagnosing system 49 or the 
command and accessory-system diagnosing system 
57, the CPU 35 forms a judgment as to whether or not 
it is necessary to transmit the diagnosis result to the ar- 
tificial satellite 4. When the outcome of the judgment in- 
dicates that it is necessary to transmit the diagnosis re- 
sult to the artificial satellite 4, the CPU 35 gives a com- 
mand to the transmission and reception control circuit 
33 to transmit the diagnosis result to the artificial satellite 
4. The transmission and reception control circuit 33 has 
a channel used by the central information management 
center 6 for acquiring permission for transmission of in- 
formation to the artificial satellite 4 as will be described 
later by referring to a flowchart shown in Fig. 5. The 
channel is assigned in advance to the vehicle. The 
transmission and reception control circuit 33 receives a 
request for such permission from the central information 
management center 6 through the artificial satellite 4. 
Then, the transmission and reception control circuit 33 
transmits the diagnosis result to the artificial satellite 4 
by using this channel. Prior to the transmission of the 
diagnosis result, the CPU 35 is capable of supplying da- 
ta such as the car type of the vehicle, the name of the 
vehicle or the user to the central vehicle-information 
management center 6 by giving a command to the trans- 
mission and reception control circuit 33 to transmit the 
data to the artificial satellite 4 or through a DSRC device 
or a cellular phone 12 as described above. The CPU 35 
also receives various kinds of information transmitted 
by a variety of sensors provided on the vehicle to the 
CPU 35 directly not through the driving-system diagnos- 
ing system 49 or the command and accessory-system 
diagnosing system 57. In this case, the CPU 35 trans- 
mits the information to the central vehicle-information 
management center 6 by executing a similar function. 
In the central vehicle-information management center 
6, the information is collected and used for carrying out 
a diagnosis. In this way, information on the vehicle can 
be collected. 

[0049] Fig. 3 is a diagram showing the system config- 
uration of the central vehicle-information management 
center 6 for receiving information from a variety of vehi- 
cles. 

[0O50] I n the central vehicle-information management 
center 6 shown in the figure, an antenna 61 , a transmis- 
sion and reception circuit 62, a modulation and demod- 
ulation circuit 63, a transmission and reception control 
circuit 64, a CPU 65 and an I/O unit 66 respectively have 
the same functions as the antenna 3, the transmission 
and reception circuit 31 , the modulation and demodula- 
tion circuit 32, the transmission and reception control 
circuit 33, the CPU 35 and the I/O unit 38 described ear- 
lier. The central vehicle-information management center 
6 also has a job processing system 67 including a 
processing apparatus 68 functioning as a computer sep- 
arately from the CPU 65. The processing apparatus 68 



has a memory for storing a large amount of data. A bus 
68 connects the processing apparatus 68 to a server 69 
as well as to the transmission and reception control cir- 
cuit 64, the CPU 65 and the I/O unit 66. 

5 [0051] The job processing system 67 organizes data 
by car type, by user and by car manufacturing serial 
number and saves the organized data for later use by 
the server 69. If necessary, the server 69 retrieves the 
stored data and outputs the retrieved data. 

10 [0052] Fig. 4 is a diagram showing a satellite commu- 
nication and broadcasting system in a simple and plain 
manner. 

[0053] In the figure, reference numeral 100 denotes 
a broadcasting station and reference numeral 110 de- 

75 notes a broadcasting artificial satellite, which is denoted 
by reference numeral 4 in Fig. 1 . Reference numerals 
1 20 and 1 30 denote a GPS (Global Positioning System) 
satellite and a vehicle respectively. Reference numeral 
1 50 denotes a car navigation system and reference nu- 

20 meral 1 40 denotes information displayed on the car nav- 
igation system 150. It should be noted that the car nav- 
igation system 1 50 has a reception apparatus. Mounted 
on the vehicle 130, the car navigation system 150 de- 
termines the position of the vehicle 1 30, searches an 

25 area for roads to a destination and presents information 
to the driver. 

[0054] Reference numeral 190 denotes a satellite 
broadcasting transmission signal transmitted by the 
broadcasting station 100 and reference numeral 105 de- 

30 notes a satellite broadcasting signal transmitted by the 
broadcasting artificial satellite 110. Reference numeral 
115 denotes a position confirmation signal transmitted 
by the GPS satellite 120 and reference numeral 170 de- 
notes an entire area range to receive transmitted infor- 

35 mation. Reference numeral 135 denotes a travel route 
of the vehicle 130 and reference numeral 160 denotes 
an area in the entire area range 170 for the travel route 
1 35 of the vehicle 1 30. Reference numeral 1 80 denotes 
an area in the entire area range 170 to receive specific 

40 propagated information and reference numeral 1 25 de- 
notes the present position of the vehicle 1 30 in the entire 
area range 170. 

[0055] As shown in Fig. 4, the entire area range 170 
is divided into small areas. The broadcasting station 1 00 

45 and the car navigation system 150 share the same in- 
formation on segmentation of the entire area range 170 
into the small areas. The car navigation system 150 is 
capable of determining the position of the vehicle 130 
in conjunction with the GPS satellite 1 20, and also ca- 

50 pable of receiving the satellite broadcasting signal 105 
from the broadcasting artificial satellite 110 and display- 
ing information. 

[0056] The broadcasting station 1 00 determines the 
specific area 180 as an area to receive specific propa- 
55 gated information and adds data identifying the specific 
area 180 to the information. The broadcasting station 
100 then transmits the information and the data to the 
broadcasting artificial satellite 1 1 0 as the satellite broad- 
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casting transmission signal 190. Receiving the satellite 
broadcasting transmission signal 190, the broadcasting 
artificial satellite 110 transmits the information as the 
satellite broadcasting signal 105 to the range 170. 
[0057] In the mean time, the car navigation system 
150 receives the position confirmation signal 115 from 
the GPS satellite 120 to determine the position of the 
vehicle 130. Then, the car navigation system 150 iden- 
tifies the area 125 in the entire area range 170 in which 
the vehicle 130 exists. In addition, the car navigation 
system 150 finds the area 160 from a stored input en- 
tered by the driver in advance or from the travel route 
135 found by using a route search function, information 
on the area 160 can be displayed to the driver. 
[0058] When the car navigation system 1 50 receives 
the satellite broadcasting signal 105 as a broadcast, the 
car navigation system 105 extracts information identify- 
ing an area from the satellite broadcasting signal 105. 
The car navigation system 105 extracts information 
identifying the specific area 1 B0 to receive specific prop- 
agated information. In this way, the car navigation sys- 
tem 1 50 is capable of selecting the travel route 1 35 from 
the area 1 25 in which the vehicle 1 30 exists to the de- 
sired destination by way of the specific area 180 so that 
the driver can obtain the specific propagated informa- 
tion. 

[0059] As seen form the earth, the broadcasting arti- 
ficial satellite 110 is an artificial satellite that always ap- 
pears to be located on the top of the sky so that the car 
navigation system 1 50 can be considered to be capable 
of receiving a signal from the broadcasting artificial sat- 
ellite 110 with the reception sensitivity of the car naviga- 
tion system 1 50 focused on the broadcasting artificial 
satellite 110. It is thus possible to reduce the magnitude 
of a hindrance to reception of a signal caused by a con- 
struction such as a building, and broadcasting is there- 
fore never interrupted. 

[0060] Fig. 5 shows a flowchart representing a meth- 
od of gathering, analyzing and processing information 
on a state of a vehicle 1 . In the flowchart shown in the 
figure, 

1: At a step S1 right after the user serving as the 
driver of the vehicle 1 turns on the ignition key to 
start the engine, an activation start signal is trans- 
mitted automatically from the vehicle 1 to the central 
vehicle-information management center 6. As a 
communication system, the HEO path, which is 
considered to have fewest uncommunicatable 
states, is mainly adopted even though a DSRC de- 
vice or a cellular phone is also capable of commu- 
nicating with the central vehicle-information man- 
agement center 6. 

2: Right after receiving the signal from the vehicle 
1, the central vehicle-information management 
center 6 transmits a message requesting the user 
for confirming permission for providing the central 
vehicle-information management center 6 with in- 



formation to the vehicle 1 at a step S2. 
3: At a step S3, the user is requested to confirm the 
permission for providing the central vehicle-infor- 
mation management center 6 with information. The 

s message requesting the user for confirming permis- 
sion for providing the central vehicle-information 
management center 6 with information may be a 
voice or a display. The user may confirm the per- 
mission by pressing two or more buttons on the car 

10 onboard equipment 2. 

4: Only if the permission for providing the central 
vehicle-information management center 6 with in- 
formation is confirmed, are individual pieces of in- 
formation on a vehicle collected from individual ve- 

is hides to create statistics at a step S4. At the next 
step S5, information on vehicles is collected to cre- 
ate statistics classified by purpose such as by in- 
surance company on the basis of these individual 
pieces of information. 

20 5; if the permission for providing the central vehicle- 
information management center 6 with information 
is confirmed, a system for computing the number of 
service points (or a service-point count) is activated 
at a step S6. The number of service points increas- 
es es proportionally to the travel distance and the 
length of the engine operating time. That is to say, 
the number of service points is computed in accord- 
ance with a rule stating that, the more the vehicle is 
driven, the more services that can be rendered to 

30 the driver of the vehicle. Service-point counts are 
managed not only for each car, but also for each 
user. For this reason, the user inserts its own ID 
card into the car onboard equipment 2 to enter in- 
formation on the user such as the age, the gender 

35 and blood type to be transmitted by the car onboard 
equipment 2 to the central information management 
center 6. 

6: The information on the state of the vehicle is de- 
scribed below. Even if the permission for providing 

40 the central vehicle-information management center 
6 with information is confirmed, a level of the infor- 
mation that can be disclosed can be selected. 
6-1 : Information on the position of the vehicle: A lat- 
itude and a longitude received from a navigation ter- 

4* minal. 

6-2: Information on control of the vehicle: A braking 
amount, a steering angle, an accelerator-pedal an- 
gle, a gear count, an ABS (anti-skid braking system) 
operating time and a VSC (Velocity Suppression 

so Control) operating time. The VSC is a slip control 
mechanism. 

6-3: Information on conditions of vehicle parts: A lu- 
bricant temperature, a lubricant pressure, a battery 
voltage, a fuel-residue quantity, a CPU state and a 
55 muffler temperature. 

7: The data is encrypted at the next step S7 and 
transmitted to the central vehicle-information man- 
agement center 6 at the subsequent step SB. 
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[0061] The processing carried out so far is a function 
to gather information. Next, a subsequent function to 
process and analyze information is explained. 

8: At the next step S9, compound data is created. 
9: Raw data is stored in a data base for every car 
type of each car manufacturer. 
10: At steps S10 and S11, a statistical analysis is 
carried out for each car type. 

The statistical analyses are conducted to find answers 
to the following questions: 

10-1: How much has a new function been used? 
The new function is typically provided as a function 
to exhibit a characteristic superior to vehicles pro- 
duced by other car manufacturers. 

10- 2: Is there a characteristic in the utilization of the 
vehicle for each car type? Examples of the vehicle- 
utilization characteristic are driving times on each 
day, driving days in each week and commercial use. 
11 : At the step S10 and a step S12, a performance 
analysis is carried out for each part to find answers 
to the following questions: 

11 -1 : Is the temperature of the part abnormal? 

11- 2: Is the pressure of the part abnormal? 

11-3: Is the number of years in which the part has 
been used reasonable? 

12: At the next step S13, analysis data is stored in 
the data base. 

[0062] Next, a service to present data to a complete- 
car manufacturer and a car-part manufacturer is ex- 
plained. 

[0063] The service is rendered to provide a complete- 
car manufacturer and a car-part manufacturer with data 
obtained as a result of execution of the function to gath- 
er, process and analyze information in accordance with 
the flowchart explained so far. 

1 : At a step S14, data is sold and provided to a com- 
plete-car manufacturer by way of a network at a re- 
quest made by the complete-car manufacturer to 
purchase the data. Similarly, at a step S15, data is 
sold and provided to a car-part manufacturer by way 
of a network at a request made by the car-part man- 
ufacturer to purchase the data. A network can be 
selected according to means suitable for the client 
need over the whole public network. 
2: The data is encrypted prior to the transmission to 
prevent the data from being stolen by another man- 
ufacturer. 

3: The complete-car manufacturer and the car-part 
manufacturer receiving data are expected to utilize 
the data as follows. 

Applications of Statistics and Analyzed Data 



1 : The statistics and the analyzed data, which indi- 
cate the age bracket of vehicle users as well as days 
of the week and periods of time on the days to drive 
the vehicle for a certain car type, are used in a study 

5 to determine a function that the car type lacks as 
well as an excessive function of the car type, to set 
a price and to achieve other purposes. 
2: If the central vehicle-information management 
center 6 has confirmed information indicating that a 

* 0 number of users are utilizing a new function provid- 
ed as a function to exhibit characteristics superior 
to vehicles produced by other car manufacturers, a 
study of an application of the new function to anoth- 
er car type is conducted. If only few users are uti- 

* 5 lizing the new function, on the other hand, the new 
function may be removed as a standard facility to 
allow the already set price to be reviewed. In some 
cases, a decision is made to discontinue the new 
function. 

20 3; The complete-car manufacturer or the car-part 
manufacturer introduces presently well-sold car 
types and currently popular functions classified by 
customer age and customer gender, allowing mar- 
keting PR activities to be carried out in accordance 

25 with customer ages and genders. Applications of 
Statistics and Analyzed Data Classified by Car Part 
4: By identifying a mean-time between failures of 
each part, it is possible to determine whether or not 
the life of the part has been stated correctly. 

30 5: When the user or the driver reports an abnormal- 
ity, raw information and performance-analysis data 
before and after the occurrence of the abnormality 
are put in a package and submitted to a car repair 
center or a car dealer. The information package is 

35 useful for identifying the cause of the abnormality, 
which is normally difficult to reproduce. 

[0064] Next, a service of providing data to used-car 
dealers is explained. 

40 [0065] At a step S1 8 of the flowchart shown in Fig. 5, 
the central vehicle-information management center 6 
renders a service of the vehicle-information gathering 
system shown in Fig. 1 to sell and provide data collected 
by using the function to gather, process and analyze in- 

45 formation to a used-car dealer, a car dealer or some- 
body desiring to sell his or her car 

1 : A person wanting to purchase a car connects it- 
self to the central vehicle-information management 
50 center 6 in order to obtain an assessed value of its 
present car. 

2: The central vehicle-information management 
center 6 determines an assessed value in detail 
from information for determining the internal state 
55 of the engine and information on traveled areas 
each inflicting a damage on the car in addition to 
the inspection history, the traveled distance, the 
type and the model of the car, the value of which is 
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being assessed. The information for determining 
the internal state of the engine includes information 
on control of the engine, information on a steering- 
angle speed, an ABS cumulative operating time and 
a V5C cumulative operating time. Examples of ar- 
eas each inflicting an injury on a car are a seashore 
and a snowy place, which may both inflict a salty 
damage. 

3: The above service-rendering system can be ap- 
plied to provide a service to a car dealer, a used- 
car dealer, a car scrapper and an automotive equip- 
ment factory,. which may purchase a used car. 

[0066] Next, a service to provide data to an environ- 
ment protection office is explained. 
[0067] The data stored by the function to gather, proc- 
ess and analyze information in accordance with the 
flowchart described earlier includes information on en- 
vironments to be provided to the environment protection 
office. 



[0071] A community transport is a city car-renting sys- 
tem for a certain district. The community transport rents 
a car usually for joint use and allows the renter to leave 
the car at any area at the end of the rent period. 

5 

Information For Rented-Car User 
[0072] 



io 1: A service to transmit commercial information of 
a region to the user of a rented car is rendered by 
another company called a commercial-information 
providing company. 

2: A commercial-information providing company 
*5 makes a cooperation contract with a car-renting 
company to allow the latter to charge a car-rent fee 
to the former in case the rented-car user agrees to 
disseminate the commercial information to others. 
3: The commercial information can be presented 
20 through a navigation monitor or as a sound. 



1 : Information indicating whether or not noxious gas 
emitted by a car engine meets an environmental 
standard is picked up at random for examination. 
2: The information is subjected to a statistical anal- 
ysis for each car type and if the number of vehicles 
with a car type thereof not meeting the environmen- 
tal standard exceeds a predetermined value, the 
environment protection office gives the car manu- 
facturer an advice to improve the car type. 

[0068] Next, a service to provide data to a car-renting 
company and a car renter is explained. 
[0069] The data stored by the function to gather, proc- 
ess and analyze information in accordance with the 
flowchart described earlier includes information on the 
position of a vehicle to be provided to a car-renting com- 
pany. 

Information For Car-Renting Company 
[0070] 

1 : When the renting period of a rented car or a car 
used in a community transport is over, the rented 
car or the community-transport car automatically 
transmits its current position to the central vehicle- 
information management center 6 by way of the 
HEO path. 

2: The central vehicle-information management 
center 6 transmits the information to the car man- 
agement company, allowing the company to detect 
the area of the car with the ended renting period. 
The information on the position of the car may be 
presented as a latitude and a longitude, a geo- 
graphical name, a graphical screen displaying a 
map. 



[0073] Next, a service to provide data to an electronic 
road pricing board of a self-government office is ex- 
plained. 

25 [0074] The data stored by the function to gather, proc- 
ess and analyze information in accordance with the 
flowchart described earlier includes information on reg- 
ulations of trespassing through a controlled area includ- 
ing a self-government boundary, information on a time 

30 the car enters a controlled area and the cumulative time 
of a car movement in the controlled area, which are sup- 
posed to be provided to the self-government office. 

1: When a car approaches a controlled area, the 
35 central vehicle-information management center 6 
automatically provides the car through the HEO 
path with information indicating that: 

the area the car is approaching is a controlled 
40 area; and 

if the car travels the controlled area, a fee will 
be charged to the car typically on an hourly ba- 
sis. 

45 a judgment as to whether or not the car has 

entered the controlled area can be based on infor- 
mation on the position of the car obtained from an 
onboard GPS functional interlock system (the car 
navigation apparatus) or a DSRC system on the 
50 road without using an HEO path. 

2: After the above information provided by the cen- 
tral vehicle-information management center 6 is re- 
ceived, the car onboard equipment 2 keeps forming 
a judgment as to whether or not the car has entered 
55 the controlled area As soon as the car enters the 
controlled area, the car transmits a time the car en- 
tered the controlled area and the cumulative time of 
a movement in the controlled area to the central ve- 



40 



45 



SO 



10 



19 



EP 1 081 670 A2 



20 



hide-information management center 6 by way of 
the HEO path. 

3: As a payment method, a later total bill, an imme- 
diate payment by using an ETC card or a prepaid 
technique can be adopted. 

[0075] Next, a service to provide data to a loss-insur- 
ance company is explained. 

[0076] At a step S1 6 of the flowchart shown in Fig. 5, 
the data stored by the function to gather, process and 
analyze information in accordance with the flowchart de- 
scribed earlier is sold and provided to a loss-insurance 
company to be used in processing such as computation 
of an insurance premium and determination of a fraction 
of responsibility to be borne by the driver in the event of 
an accident. 

1 : A service to collect an insurance premium for in- 
suring a car against an accident only during a period 
of time to use the car is rendered. Methods of paying 
a premium of an on-demand insurance include a lat- 
er payment method of a total premium for a prede- 
termined period such as 1 month, a payment using 
an ETC card and a payment using a card at the end 
of a driving session in addition to the pre-payment 
method. An on-demand insurance is suitable for a 
user which does not drive a car frequently or a 
weekend user. The premium of such on-demand in- 
surance is cheaper than a yearly insurance. 
2: An insurance premium is computed by differen- 
tiating a frequently used travel road and an infre- 
quently used travel road and differentiating a route 
passing through an area with a record of many ac- 
cidents from a route passing though areas with a 
record of few accidents. It should be noted that a 
latitude and a longitude of the current position of a 
car may not be provided in order to protect the pri- 
vacy of the user. The car onboard equipment 2 dis- 
tinguishes a frequently used travel road from an in- 
frequently used travel road and a route passing 
through an area with a record of many accidents 
from a route passing though areas with a record of 
few accidents, and transmits code information as a 
result of differentiation instead. For example, a code 
of 0 is assigned to a road not traveled for the past 
year and a code 1 is assigned to other roads. Sim- 
ilarly, a code of 2 is assigned to a route passing 
through an area with a record of many accidents. In 
addition, a place and a time at which the car is driv- 
en do not have to be included in the data provided 
to the loss-insurance company. 

[0077] A service to provide information on a vehicle 
to a loss-insurance company for computation of a vehi- 
cle insurance premium is explained by referring to a 
flowchart shown in Fig. 6. 

1 : At a step S21 right after the user serving as the driver 
of the vehicle 1 turns on the ignition key to start the en- 



gine, an activation start signal is transmitted automati- 
cally from the vehicle 1 to the central vehicle-information 
management center 6. To put it in detail, at the step S21 
of the flowchart shown in Fig. 6, the following pieces of 
5 information are transmitted from the vehicle 1 to the cen- 
tral vehicle-information management center 6: 

1-1: Information on a position of the vehicle 
1-2: Information on control of the vehicle 
10 1-3: Information on states of vehicle parts 

[0078] In addition to the above pieces of information, 
additional information such as the type of the car and 
the name of the user is also transmitted to the central 

is vehicle-information management center 6 to be collect- 
ed therein for creating statistics. 
2: At the next step S22, the central vehicle-information 
management center 6 computes a utilization service fee 
from the type of the car and the name of the user and 

20 transmits the fee and a confirmation -requesting mes- 
sage to the vehicle 1 . At the next step S23, the user is 
requested to form a judgment as to whether or not to 
effect insurance. In this embodiment, an inquiry about 
whether or not the user will effect insurance is transmit- 

25 ted to the user and an insurance contract can be made 
on that occasion. An insurance contract can of course 
be made in advance. In this case, the insurance term 
can be limited to a fixed period. In addition, in the case 
of this embodiment, the insurance term can be set at a 

30 short period such as only the day on which the insurance 
contract is made or few days adjusted to a travel sched- 
ule. Thus, since the insurance term is stated explicitly 
on the contract, the term can be treated as a fixed peri- 
od. 

35 3: If the user makes a decision to effect the insurance, 
the flow of the processing goes on to a step S24 at which 
car-utilization time data and traveled-route data, which 
are computed at fixed intervals, are encrypted in the car 
onboard equipment 2 and transmitted to the central ve- 

40 hide-information management center 6. The pieces of 
data can also be measured continuously instead of be- 
ing measured at fixed intervals. In this case, only pecu- 
liar items of the collected data are recorded. 
[0079] Driving time data is acquired for use in calcu- 

45 lation of fee-computation-object time data. In depend- 
ence on the substance of the insurance contract, the en- 
tire driving time can be used as the fee-computation- 
object time. In addition, pieces of traveled-route data for 
known and unknown areas as well as areas with a 

so record of many accidents, which are traveled by the ve- 
hicle 1, are collected. A central management system 
employed in the central vehicle-information manage- 
ment center 6 catalogs data for such areas, or is capable 
of confirming that such data has not been catabged. 

55 other information on driving habits and the vehicle can 
also be converted into data. For examples, the frequen- 
cies of abrupt braking, abrupt steering and abrupt trans- 
mission and data representing acceleration cumulative 
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values of the abrupt -braking, abrupt-steering and 
abrupt-transmission items can also be gathered. In- 
stead of data for such areas, data for regions including 
the areas can be generated, in the following description, 
data for areas is explained. At a step S25 of the flowchart 
shown in Fig. 6, these pieces of data are decoded in the 
central vehicle-information management center 6 and, 
at the next step S26, the decoded data is recorded as 
pieces of raw data classified by user. That is to say, the 
raw data is recorded for a loss-insurance company, a 
fee computation outsourcing service company and the 
user. 

4: The gathered data completing a statistical analysts is 
used for selling raw data to a loss-insurance company 
at a step S27 and presented to the fee computation out- 
sourcing service company at a step S28. In addition, at 
a step S29, information on a part-replacement history is 
presented separately to the fee computation outsourc- 
ing service company as data to be reflected in calcula- 
tion of an insurance premium. Information on a past pe- 
riodical-inspection and part-replacement history such 
as the number of days lapsing since a part replacement 
is collected. If the vehicle 1 includes a memory for stor- 
ing the information, the information is retrieved from the 
memory and transmitted from the vehicle 1 . Otherwise, 
the information is collected from a person in charge of 
replacement of a car part through a network. 
5: At a step S30, the fee computation outsourcing serv- 
ice company computes and confirms a fee-computa- 
tion-object time from the driving time data. For example, 
the fee computation outsourcing service company com- 
putes a fee after adjustment of a coupon ticket. From 
the traveled-route data, known areas, unknown areas 
and areas each having a record of many accidents can 
be identified at the next step S31 . For a known area, the 
insurance premium is computed at a low rate while, for 
an unknown area and an area having a record of many 
accidents, the insurance premium is computed at a high 
rate. The setting of an insurance premium is referred to 
as weighting of an insurance premium. Instead of using 
an insurance premium rate for a basic insurance premi- 
um, it is needless to say that the insurance premium it- 
self can also be computed. 

[0080] For a vehicle under a contract, the driving time 
in a predetermined period of time is found and collected. 
In addition, traveled-route data for areas passed 
through by the driven vehicle is also gathered. The ar- 
eas include a movement route and a sub-area. From the 
driving-time data, fee-computation-object time data is 
found. An insurance premium weight is found from the 
fee-computation-object time data or the traveled-route 
data or both. Then, an insurance premium to be charged 
to the driver is calculated from the fee-computation-ob- 
ject time data, the traveled-route data and the insurance 
premium weight, and displayed. Of course, a point count 
can be found from the driving-time data and another 
point count can be found from the number of points for 
specific traveled areas and an insurance premium to be 



charged to the driver is calculated from these point 
counts. Even with this technique, the setting of a fee- 
computation-object time as an object of computation 
and the use of traveled-route data to find a point count 

s themselves are adoption of the insurance premium 
weighting. In addition, for the insurance premium 
weighting, information on the control of the vehicle, in- 
formation on states of vehicle parts, information on the 
vehicle indicating whether the vehicle is a used car or a 

10 new car, information on the user or information on a part- 
replacement history or a combination of these pieces of 
information may be used as other information. 
6: At a step S32 of the flowchart shown in Fig. 6, 
processing to charge an insurance premium to the user 

is is carried out. The insurance premium can be paid by 
using a card described earlier in a later-payment method 
whereby money for paying the fee is drawn from a bank 
account specified by the card. 

[0081] The processing to demand a payment from the 

20 user includes processing to charge a PL (Product Lia- 
bility) insurance premium to the complete-car manufac- 
turer or a car-part manufacturer and processing to 
charge an insurance premium based on an accident 
mistake ratio analysis to the complete-car manufacturer 

25 or a car-part manufacturer. 

[0082] It should be noted that, by gathering informa- 
tion on the state of a vehicle and creating statistics there- 
of as described earlier, a statistical analysis can be con- 
ducted. Thus, an insurance premium can be revised by 

30 reviewing the amount of payment for a vehicle insurance 
premium based on the contemporary payment method 
when the insurance contract is renewed. 
[0083] In accordance with the present invention, in- 
formation on a vehicle including information on the 

35 present position of the vehicle can be collected in a real- 
time manner to create statistics. As a result, very useful 
information on a vehicle can be gathered. 
[0084] For example, a complete-car manufacturer or 
a car-part manufacturer is capable of conducting a sta- 

40 tistical analysis on the information on a vehicle to pro- 
duce marketing data for each car type and data to be 
fed back to a design team. 

45 Claims 

1 . A vehicle-information gathering method for gather- 
ing information on a state of a vehicle, comprising: 
acquiring and collecting pieces of information on a 
50 position of said vehicle from a reflection signal re- 
flected by an artificial satellite as a result of reflec- 
tion of a position signal transmitted by an antenna 
provided on said vehicle to said artificial satellite. 

55 2. A vehicle-information gathering method for gather- 
ing information on a state of a vehicle, said method 
comprising the steps of: 
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acquiring and gathering pieces of information 
on a position of said vehicle from a reflection 
signal reflected by an artificial satellite as a re- 
sult of reflection of a position signal transmitted 
by an antenna provided on said vehicle to said 5 
artificial satellite; and 

acquiring and gathering signals reflected by 
said artificial satellite as a result of reflection of 
information signals used for representing infor- 
mation on control of said vehicle or information to 
on conditions of vehicle parts and transmitted 
from said antenna to said artificial satellite or 
transmitted by said vehicle through a wireless- 
communication apparatus such as a DSRC 
(Dedicated Short Range Communication) de- is 
vice or a cellular phone, whereby individual 
pieces of information on a state of a vehicle are 8. 
gathered in a real-time manner. 

3. A vehicle-information gathering method according 20 
to claim 1 or 2, wherein said information on control 

of said vehicle or the information on conditions of 
vehicle parts are transmitted after said information 
on a position of said vehicle has entered a reception 
mode. 25 

4. A vehicle-information gathering method according 
to any one of claims 1 , 2 and 3, wherein said infor- 
mation on a position of said vehicle is a latitude and 

a longitude obtained from a navigation terminal. 30 

5. A vehicle-information gathering method according 
to any one of claims 1 , 2 and 3, wherein said infor- 
mation on control of said vehi-cle includes a braking 
amount, a steering angle, an accelerator-pedal an- 35 
gle, a gear count, an ABS (anti-skid braking system) 
operating time and a VSC (Velocity Suppression 
Control) operating time. 

6. A vehicle-information gathering method according 40 
to any one of claims 1, 2 and 3, wherein said infor- 
mation on conditions of vehicle parts includes a lu- 
bricant temperature, a lubricant pressure, a battery 
voltage, a fuel-residue quantity, a CPU state and a 
muffler temperature. 4 & 

7. A vehicle-information gathering method for gather- 
ing information on a state of a vehicle, said method 
comprising the steps of: 

50 

acquiring and gathering pieces of information 

on a position of said vehicle from a reflection 

signal reflected by an artificial satellite as a re- 9. 

suit of reflection of a position signal transmitted 

by an antenna provided on said vehicle to said 55 

artificial satellite; 

acquiring and gathering signals reflected by 

said artificial satellite as a result of reflection of 1 0. 



information signals generated by a sensor pro- 
vided on said vehicle and transmitted from said 
antenna to said artificial satellite or acquiring 
and gathering said information signals gener- 
ated by said sensor and transmitted by said ve- 
hicle through a wireless-communication appa- 
ratus such as a DSRC (Dedicated Short Range 
Communication) device or a cellular phone, 
whereby individual pieces of information on a 
state of a vehicle are gathered in a real-time 
manner; and 

acquiring and gathering information on said ve- 
hicle such as a car type and a vehicle number 
input separately for said vehicle and informa- 
tion on a user of said vehicle. 

A vehicle-information gathering method for gather- 
ing information on a state of a vehicle, said method 
comprising the steps of: 

acquiring and gathering pieces of information 
on a position of said vehicle from a reflection 
signal reflected by an artificial satellite as a re- 
sult of reflection of a positron signal transmitted 
by an antenna provided on said vehicle to said 
artificial satellite; 

acquiring and gathering signals reflected by 
said artificial satellite as a result of reflection of 
information signals used for representing infor- 
mation on control of said vehicle or information 
on conditions of vehicle parts and transmitted 
from said antenna to said artificial satellite or 
transmitted by said vehicle through a wireless- 
communication apparatus such as a DSRC 
(Dedicated Short Range Communication) de- 
vice or a cellular phone, whereby individual 
pieces of information on a state of a vehicle are 
gathered in a real-time manner; 
acquiring and gathering pieces of information 
on a state of said vehicle from a reflection signal 
reflected by said artificial satellite as a result of 
reflection of an information signal of said infor- 
mation on a state of said vehicle transmitted by 
a diagnosing system provided on said vehicle 
to said artificial satellite; and 
acquiring and gathering signals reflected by 
said artificial satellite as a result of reflection of 
information signals used for representing infor- 
mation on said vehicle such as a car type and 
a vehicle number input separately for said ve- 
hicle and information on a user of said vehicle. 

A vehicle- information gathering method according 
to claim 7 or 8, wherein-said individual pieces of in- 
formation on said vehicle are input from an IC card 
having said information recorded. 

A vehicle-information gathering method according 
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to claim 7 or 8, wherein said individual pieces of in- 
formation on said vehicle are also input from an ar- 
tificial satellite. 

11. A vehicle-information gathering method according 5 
to any one of claims 1 to 1 0, wherein said collected 
individual pieces of information on said vehicle are 
encrypted and stored in a memory. 

12. A vehicle-information gathering method, said meth- io 
od further including the steps of: 

based on the information collected in any one 
of claims 1 to 11, 

conducting for each car type a statistical anal- is 
ysis on: 

information on how much an installed new 
function has been used; and 
information on whether or not there is a ve- 20 
hide-utilization characteristic such as driv- 
ing times on each day, driving days in each 
week and commercial use for each car 
type, and 

25 

storing statistics in a data base. 

13. A vehicle -information gathering method, said meth- 
od further including the steps of: 

30 

based on the information collected in any one 
of claims 1 to 11, 

conducting for each car type a statistical anal- 
ysis on: 

35 

information on whether a temperature is 
normal or abnormal; 

information on whether a pressure-is nor- 
mal or abnormal; and 

information on whether or not the number 40 
of years in which each vehicle part has 
been used so far is reasonable, and 

storing statistics in a data base. 

45 

14. A vehicle-information gathering method according 
to claim 2, wherein said collected individual pieces 
of information on said vehicle are used as a basis 
for collecting information on said vehicle as statis- 
tics for each car type and each vehicle part. so 

1 5. A vehicle-information gathering apparatus for gath- 
ering information on a state of a vehicle, said appa- 
ratus comprising: 

55 

a vehicle-position-information gathering means 
for acquiring and gathering pieces of informa- 
tion on a position of said vehicle from a reflec- 



tion signal reflected by an artificial satellite as 
a result of reflection of a position signal trans- 
mitted by an antenna provided on said vehicle 
to said artificial satellite; 
a first vehicle-state-information gathering 
means for acquiring and gathering pieces of 
first information on a state of said vehicle re- 
flected by said artificial satellite as a result of 
reflection of a signal used for representing in- 
formation on control of said vehicle or informa- 
tion on conditions of vehicle parts and transmit- 
ted from said antenna to said artificial satellite; 
and 

a second vehicle-state-information gathering 
means for acquiring and gathering pieces of 
second information on a state of said vehicle 
transmitted by said vehicle through a wireless- 
communication apparatus such as a DSRC 
(Dedicated Short Range Communication) de- 
vice or a cellular phone. 

16. A vehicle-information gathering apparatus accord- 
ing to claim 1 5, further comprising an IC-card-infor- 
mation input means for gathering information on 
said vehicle such as a car type and a car number 
and information on a user of said vehicle, which are 
entered separately for said vehicle, from an IC card 
having said vehicle information and said user infor- 
mation stored. 

17. A vehicle-information gathering method for gather- 
ing information on a state of a vehicle, wherein said 
information on a state of a vehicle is collected by 
acquiring and gathering signals reflected by said ar- 
tificial satellite as a result of reflection of information 
signals used for representing information on control 
of said vehicle or information on conditions of vehi- 
cle parts and transmitted from said antenna to said 
artificial satellite, whereby individual pieces of infor- 
mation on a state of a vehicle are gathered in a real- 
time manner. 

18. A vehicle-information gathering method according 
to claim 17, wherein said information on control of 
said vehicle includes a braking amount, a steering 
angle, an accelerator-pedal angle, a gear count, an 
ABS (anti-skid braking system) operating time and 
a VSC operating time. 

19. A vehicle-information gathering method according 
to claim 17, wherein said information on conditions 
of vehicle parts includes a lubricant temperature, a 
lubricant pressure, a battery voltage, a fuel-residue 
quantity, a CPU state and a muffler temperature. 

20. A vehicle-information gathering method for gather- 
ing information on a state of a vehicle, said method 
comprising the steps of: 
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acquiring and gathering information on said ve- 
hicle such as a car type and a vehicle number 
input separately for said vehicle or information 
on a user of said vehicle first; and then 
acquiring and gathering signals reflected by an s 
artificial satellite as a result of reflection of in- 
formation signals generated by a sensor pro- 
vided on said vehicle and transmitted from an 
antenna provided on said vehicle to said artifi- 
cial, whereby individual pieces of information 10 
on a state of a vehicle are gathered in a real- 
time manner. 

21. A vehicle-information gathering method for gather- 
ing information on a state of a vehicle, said method *5 
having the steps of: 

acquiring and gathering signals reflected by an 
artificial satellite as a result of reflection of in- 
formation signals used for representing infor- 20 
mation on control of said vehicle or information 
on conditions of vehicle parts and transmitted 
from an antenna provided on said vehicle to 
said artificial satellite; and 
acquiring and gathering pieces of information 25 
on a state of said vehicle from a reflection signal 
reflected by said artificial satellite as a result of 
reflection of an signal of said information a state 
of said vehicle transmitted by a diagnosing sys- 
tem provided on said vehicle to said artificial 30 
satellite in accordance with a command to 
transmit a result of a diagnosis generated by 
said diagnosing system. 

22. A vehicle-information gathering method, said meth- 35 
od further including the steps of: 

based on the information collected in claim 20 
or 21, 

conducting for each car type a statistical anal- 40 
ysis on: 

information on how much an installed new 
function has been used; and 
information on whether or not there is a ve- *s 
hicle-utilization characteristic such as driv- 
ing times on each day, driving days in each 
week and commercial use for each car 
type, and 

storing statistics in a data base. 

23. A vehicle-information gathering method, said meth- 
od further including the steps of: 

based on the information collected in claims 20 
or 21, 

conducting for each car type a statistical anal- 



ysis on: 

information on whether a temperature is 
normal or abnormal; 

information on whether a pressure is nor- 
mal or abnormal; and 
information on whether or not the number 
of years in which each vehicle part has 
been used so far is reasonable, and 

storing statistics in a data base. 

24. A vehicle-information gathering method according 
to claim 20 or 21, wherein said collected individual 
pieces of information on said vehicle are used as a 
basis for collecting information on said vehicle as 
statistics for each car type and each vehicle part. 

25. A vehicle-information gathering apparatus for gath- 
ering information on a state of a vehicle, said appa- 
ratus comprising: 

a first vehicle-state-information gathering 
means for acquiring and gathering pieces of 
first information on a state of said vehicle re- 
flected by an artificial satellite as a result of re- 
flection of a signal used for representing infor- 
mation on control of said vehicle or information 
on conditions of vehicle parts and transmitted 
from an antenna provided on said vehicle to 
said artificial satellite; and 
a second vehicle-state-information gathering 
means for acquiring and gathering pieces of 
second information on a state of said vehicle 
transmitted by said vehicle through a wireless- 
communication apparatus such as a DSRC 
(Dedicated Short Range Communication) de- 
vice or a cellular phone. 

26. A vehicle-information gathering apparatus accord- 
ing to claim 25, further comprising an IC-card-infor- 
mation input means for gathering information on 
said vehicle such as a car type and a car number 
and information on a user of said vehicle, which are 
entered separately for said vehicle, from an IC card 
having the vehicle information and the user infor- 
mation. 
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C START ) 



F I G. 5 



TRANSMIT INFORMATION WHEN THE VEHICLE IS 
STARTED 



TRANSMIT A CONFIRMATION- REQUESTING 
MESSAGE FROM THE CENTER TO THE VEHICLE 



|-wSt 

.S2 




END ) 



GATHER INDIVIDUAL PIECES OF INFORMATION 
ON THE VEHICLE TO CREATE STATISTICS 
1 " 



GATHER INFORMATION ON VEHICLES TO 
CREATE STATISTICS CLASSIFIED BY PURPOSE 



-S5 



JUMP TO A SUBROUTINE FOR AN ADDITIONAL 
SERVICE SUCH AS PROVIDING A POINT COUNT 



~S6 



ENCRYPT DATA 



TRANSMIT ENCRYPTED DATA TO THE CENTER 



CREATE COMPOUND DATA AT THE CENTER 
_ 3 



STORE THE RAW DATA BY ASSOCIATING 
THE DATA WITH CAR TYPES 



E 



IK-S7 
IKS8 
>-S9 



\ 


PERFORM A STATISTICAL 
ANALYSIS FOR EACH 
CAR TYPE EXAMPLES 




PERFORM A PERFORMANCE 
ANALYSIS AND A DIAGNOSIS 
FOR EACH PART 


EXAMPLES: 

1 : IS A NEW FUNCTION USED ? 

2: IS THERE A CHARACTERISTIC IN 
THE VEHICLE UTILIZATION FOR 
EACH CAR TYPE ? 
CHARACTERISTICS OF VEHICLE 
UTILIZATION INCLUDE PERIODS 
OF TIME ON EACH DAY. DAYS IN 
EACH WEEK AND COMMERCIAL USE. 


EXAMPLES : 

1 :IS THE TEMPERATURE 
ABNORMAL ? 

2 : IS THE PRESSURE 
ABNORMAL ? 

3 : IS THE NUMBER OF YEARS 
IN WHICH THE PART HAS 
BEEN USED REASONABLE ? 



S14* 



C 



STORE ANALYSIS DATA 

r 1 



SELL INFORMATION 
TO A COMPLETE-CAR 
MANUFACTURER 



SI6 



1 



THE INFORMATION IS 
REFLECTED IN THE CAR 
DESIGN r 



SELL INFORMATION 
TO A LOSS- 
INSURANCE COMPANY 



THE INFORMATION IS 
USED IN COMPUTATION 
OF AN INSURANCE- 
PREMIUM RATE ACCORDING 
TO UTILIZATION OF THE 
CAR AND AREAS 
TRAVELED BY THE CAR. 



1 



S15 



SELL INFORMATION 
TO A CAR- PART 
MANUFACTURER 



S17 



S18 



SELL INFORMATION 
TO A USED-CAR 
ASSESSMENT 
COMPANY 



SELL INFORMATION 
TO A CAR DEALER 



THE INFORMATION 
IS USED FOR 
INPLEMENT1NG 
ACCURATE ONLINE 
ASSESSMENT OF 
A USED CAR. 



THE INFORMATION IS 
USED FOR ON-DEMAND 
SALES ACCORDING TO 
PURCHASER DATA 
SUCH AS THE DESIRE, 
THE AGE AND THE 
GENDER OF THE CAR 
PURCHASER. 
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( START ) 
X ' 



F 1-6:6 



TRANSMIT DATA TO THE CENTER ALONG 
WITH ADDITIONAL INFORMATION SUCH AS 
THE CAR TYPE AND THE USER NAME 
WHEN THE VEHICLE IS STARTED 



COMPUTE A UTILIZATION FEE FROM THE CAR 
TYPE AND THE USER NAME AT THE CENTER 
AND TRANSMIT INFORMATION ON THE FEE 
AND A CONFIRMATION- REQUESTING MESSAGE 
TO THE VEHICLE 



-S2I 



-S22 




ENCRYPT CAR-UTILIZATION TIME DATA AND 
TRAVELED- ROUTE DATA, WHICH ARE CUMULATED AT 
PREDETERMINED INTERVALS, IN THE CAR ONBOARD 
EQUIPMENT AND TRANSMIT THE ENCRYPTED DATA 
TO THE CENTER 



DRIVING-TIME DATA 
(FOR COMPUTATION OF 

A FEE-COMPUTATION 

-OBJECT TIME) 



KNOWN AREAS. UNKNOWN 
AREAS AND AREAS EACH 
HAVING A RECORD OF 
MANY ACCIDENTS. 
TRAVELED- ROUTE DATA 



X 



£ENjT) 



-S24 



CREATE COMPOUND DATA 
AT THE CENTER 



c 

S27^J 



X 



-S25 
.S26 



STORE RAW DATA BY 
ASSOCIATING THE 
DATA WITH USERS 



X 



SELL RAW DATA TO 
OSS-INSURANCE 
COMPANY 



X 



1 



S29 



REFLECT INFORMATION 
ON A PART- 
REPLACEMENT HISTORY 
IN THE INSURANCE FEE 



S30 



1 



COMPUTE A 
PAYMENT FEE 
AFTER 

ADJUSTMENT 
OF A COUPON 
TICKET FROM 
THE DRIVING- 
TIME DATA 



( END ) 



RENDER A SERVICE FOR A FEE 
COMPUTATION OUTSOURCING 
SERVICE CO MPANY 
— ' * 



1 



S28 
S31 



IDENTIFY KNOWN AREAS, UNKNOWN 
AREAS AND AREAS EACH HAVING A 
RECORD OF MANY ACCIDENTS FROM 
THE TRAVELED-ROUTE DATA AND, 
FOR A KNOWN AREA, COMPUTE THE 
INSURANCE PREMIUM AT A LOW RATE 
WHILE. FOR AN UNKNOWN AREA AND 
AN AREA HAVING A RECORD OF MANY 
ACCIDENTS. COMPUTE THE INSURANCE 
PREMIUM AT A HIGH RATE 

I 



CARRY OUT PROCESSING TO CHARGE 
THE INSURANCE PREMIUM TO THE USER 
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